


Nous vous remercions d’'avoir acheté le SSD 
Viper  VP4300 PCIe  m.2 Gen4 x4.

1. Bouclier thermique en graphène
2. SSD
3. Bouclier thermique en aluminium

Contenu du colis:
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*** Remarque *** Ce bouclier thermique en 
graphène est à usage unique et ne peut être 
réutilisé

1. Retirez le film protecteur du bouclier 
thermique en graphène.

Installation du bouclier 
thermique en graphène
Installing Graphene
Heatshield
1. Remove protective �lm from the graphene 

heatshield.

***NOTE*** This shield is single use only and 
cannot be reused CM
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2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

2. Placez-le sur le disque. Évitez de couvrir 
l’orifice de la vis et le connecteur à broches m.2.

Installation du bouclier 
thermique en graphène

Heatshield
2. Place onto disk. Avoid covering the screw 

hole and m.2 pin connector.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

4



2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)
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(Avoid touching the screw and the M.2 Pin connector.)

Installing Aluminum
Heatshield
1. Tear the back pad for the thermal pad.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)
1. Retirez le film protecteur du bouclier 
thermique en aluminium.

Installation du bouclier 
thermique en aluminium

(Avoid touching the screw and the M.2 Pin connector.)

Heatshield

1. Remove protective �lm from the 
aluminum heatshield.

Installing Aluminum
Heatshield
1. Tear the back pad for the thermal pad.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

(Avoid touching the screw and the M.2 Pin connector.)

Installing Aluminum
Heatshield
1. Tear the back pad for the thermal pad.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

(Avoid touching the screw and the M.2 Pin connector.)
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Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)

(Avoid touching the screw and the M.2 Pin connector.)

Installing Aluminum
Heatshield
1. Tear the back pad for the thermal pad.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

2. Placez le SSD sur une surface plane, de 
manière à ce que le connecteur à broches  m.2 
se trouve à droite lors de la lecture du bouclier 
thermique.

Installation du bouclier 
thermique en aluminium

Heatshield

2. Align with the edges of the SSD. Avoid 
covering the screw hole and m.2 pin 

connector.

Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)

Heatshield

3. Position the SSD on a �at surface so that 
the m.2 pin connector is to the right when 

reading heatshield.

Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)2.
Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)
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Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)
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3. Alignez-le sur les bords du SSD. Évitez de 
couvrir l’orifice de la vis et le connecteur à 
broches  m.2.

Installation du bouclier 
thermique en aluminium

Heatshield

3. Position the SSD on a �at surface so that 
the m.2 pin connector is to the right when 

reading heatshield.

Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)

Heatshield

2. Align with the edges of the SSD. Avoid 
covering the screw hole and m.2 pin 

connector.

Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)
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3.

Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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4. Alignez soigneusement le bas du bouclier 
thermique sur le bord inférieur du SSD et abaissez 
le bouclier sur le SSD, de bas en haut. Évitez de 
couvrir l’orifice de la vis et le connecteur à 
broches  m.2.

Installation du bouclier 
thermique en aluminium

Heatshield

4. Carefully align the bottom of the shield to 
the bottom edge of the SSD and lower the 

shield onto the SSD from bottom to top. 
Avoid covering the screw hole and the m.2 

pin connector.

Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)

Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)
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Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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5. Posez le bouclier thermique à plat sur le 
disque et évitez de couvrir l’orifice de la vis et le 
connecteur à broches  m.2.

Installation du bouclier 
thermique en aluminium
5. Lay heatshield �at on the disk and avoid 

covering pin and connector.
Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)

9



6. Appuyez doucement sur le bouclier thermique 
tout le long du SSD pour assurer une bonne 
adhérence.

Installation du bouclier 
thermique en aluminium
5. Lay heatshield �at on the disk and avoid 

covering pin and connector.
Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)

Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)

Le SSD Viper  VP4300 m.2 est 
maintenant prêt.
*** REMARQUE *** Le bouclier thermique en 
graphène est à usage unique et ne peut être 
réutilisé.

Veuillez lire et suivre attentivement le mode 
d’emploi. Une installation erronée peut endom-
mager le SSD et annuler la garantie.
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