
Weld Quality Starts in the Arc

Q SERIES
ULTRA LOW CLEARANCE APPLICATIONS
The Q Series heads are specifically designed to operate 
in areas with limited clearance. Their innovative design 
allows for full function welding in a compact package.
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2.5” (64MM) - 4.0” (102MM) Diameter 
Range

Full function GTAW

Off-Board Wire Spool

1.0” (25MM) Rotary Clearance
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•	 Radial clearance: 1” [25.4 mm]
•	 Wire feed speed up to 100 ipm [2.54 m/min] 
•	 Oscillation stroke : 0.72” [18 mm] 
•	 AVC stroke: 0.45” [11 mm] 
•	 Wire Diameter: 0.035” [0.9 mm]
•	 Cable length: 35’ [10.6 m]

Specifications

Standard Features

•	 Water cooled 200A GTAW torch 
•	 Trackless design
•	 Extreme low clearance
•	 Off-board wire feeder supports standard 

AWS 4”, 8”, 12” wire spools

Q-2.5 Tube Q-3.0 Pipe Q-3.5 Pipe

Nominal OD (A) 2.5” [64 mm] 3.5” [89 mm] 4.0” [102 mm]

Max. Radial Stationary 
Clearance (B) 3.1” [79 mm] 2.3” [58 mm] 2.3” [58 mm]

Max. Travel Speed 7.9 ipm [0.2 m/min] 12.1 ipm [0.3 m/min] 11.3 ipm [0.3 m/min]             

Liburdi GT400 is the recomended 
power supply for the Q Head


