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2100 SUPERCAB



SAFETY FEATURES:
NZ CPC Boat Safety Standards	

USCG Boat Safety Standards

LED Nav Lights	

Reserve Buoyancy

ABP Safety Standards

SPECIFICATIONS:
Length Feet (Metres)	 21’ft (6.4m)

Max Adults	 7

Recommended HP	 130hp

Maximum HP	 225hp

Maximum Engine Weight	 327kg (721lbs)

Leg Length	 25”

Fuel Tank	 200L (53gal)

External Beam	 2.30m (91”)

Internal Beam	 1.82m (72”)

Deadrise	 20°

Tube Thickness	 3mm (1/8”)

Hull Thickness	 5mm (13/64”)

Sealed Buoyancy Capacity (Approx)	 1720L (454gal)

Dry Hull Weight (Approx)	 960kg (2116lbs)

Tow Weight (Approx)	 1900kg (4189lbs)

Length on Trailer	 7.9m (25’11”)

STANDARD FEATURES:
Cabin lining	

Bow storage shelves	

SARCA aluminium fairlead	

Foot rest & cargo barrier	

Vee-berth squabs (vinyl) 	

Bilge pump and well	

Cantilever seat bases with storage	

Elite bolster seats	

Graphics package	

Maxwell RC6 capstan	

Provision for washdown pump	

Rear fold-down seats	

Stabi cleats	

Stabicraft Multiholders (drink and tackle holders)	

Steering - Hydraulic	

Wingstyle coamings	

Game Chaser Transom	

Arrow Pontoons	

STANDARD FEATURES:
Stabicraft Alloy Rodholders x 4	

Navigation Lights (package)	

OPTIONAL FEATURES:
Starboard sliding window	

Port sliding window	

Windscreen wiper (single or twin)	

Anchor, chain and warp	

External gunwale handrails	

Injected foam in pontoons	

Rear boarding ladder (T-bar 2 step)	

Softrider pedestals	

Trim tabs	

Underfloor storage	

OPTIONAL FEATURES:
Vee-berth squabs (fabric)	

Washdown pump kit	

Windscreen washer kit	

Hull 6mm (15/64”)	

Ultralon foam flooring	

Auxiliary bracket	

King/Queen seat box	

Pontoon 4mm upgrade	

Rail seat base Port/Stb/both	

Vee-berth fold down extension	

Paint - Cabin only	

	 Belting up	

	 Full	

	 Metallic upgrade	
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E:	 enquiries@stabicraft.com
P: 	0064 3 211 1828
A: 	 345 Bluff Highway, Invercargill, New Zealand

www.stabicraft.com


