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Little Parts. Big Difference.,

Lynlasstruktur /ipper Structure

Lynlase kan inddeles i tre hoveddele: band, elementer og skyder.
Zippers can be divided into three main parts: the tape, the elements and the slider.
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Teenderne, som ogsa kaldes ele-
menter, er de dele pa hver side af
lynlasen, som griber ind i hinanden, .

nar de passeres af skyderen. Nar S _Slfy_dgr_S_//CZe_r ________
teenderne pa venstre og hgjre side Skyderen samier eller deler

har indgreb, kaldes de en keede. elementerne, nar lynlasen

The teeth, also known as elements, abnes eller Iukkes. Der findes
are the parts on each side of a zipper mange forskellige skydertyper
that mesh, or engage with each other afhaengigt af formal.

when passed through the slider. The slider joins or separates
When the left and the right side teeth the elements when the zipper
are engaged they are called a chain. Is opened or closed. Various

types of sliders are available

Band Tape depending on use.

Bandet er udelukkende beregnet til
lynlase. Det fremstilles normalt af poly-
ester, men afhaengigt af formalet kan

det ogsa fremstilles af syntetisk fiber, DELBAR
vinyl og bomuld. OPEN-END
The tape is manufactured exclu- T~

sively for zippers. It is usually made
of polyester, but depending on use,
synthetic fibre tape, vinyl tape and
cotton tape are also available.
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