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DURAVISION
Pool Light products

CHARACTERISTICS

- Diameter 170mm

- Available in white and RGB

- RGB: 16 fi xed colour programs, control via ON/OFF

- 12 VAC / 2-wire

- Polymer housing

- 4 metres non-removable 2-wire cable

 (2 metres for PLS170B and PLW170B)

- Retrofi t kit PAR56 niche included

- Always to be used in combination with toroidal transformer

ADVANTAGES

- Wide beam angle

- Waterproof thanks to NoAirTM housing

- PAR56 retrofi t solution

- Compatible with salt electrolysis

- Easy installation with Moonlight mounting kit

The VISION Moonlight mounting kit 

PZM170-RM-WH comes with a wall

conduit and white fi nishing ring.

Optionally, a stainless steel fi nishing

ring PZM170-RV-SS is available to click 

over the white fi nishing ring.



TO COMBINE WITH

MOUNTING SET OPTIONAL FINISHING RING CONTROL / POWER SUPPLY

PZM170-RM-WH PZM170-RV-SS LINK Driver p. 86

CHARACTERISTICS UNIT PLS300B PLS400B PLS700B

Diameter mm 170 170 170

Light colour RGB RGB RGB

Nominal colour temperature K - - -

Max. light output lm 800 1550  2200

Beam angle ° 120 120 120

Max. power W 13 23 33

Nominal input voltage VAC 12 12 12

Water temperature °C up to 40 up to 40 up to 40

Warranty year 2 2 2

CHARACTERISTICS UNIT PLW300B PLW400B PLW700B

Diameter mm 170 170 170

Light colour White White White

Nominal colour temperature K 9000 9000 9000

Max. light output lm 1350 2400 3500

Beam angle ° 120 120 120

Max. power W 14 23 35

Nominal input voltage VAC 12 12 12

Water temperature °C up to 40 up to 40 up to 40

Warranty year 2 2 2

CHARACTERISTICS UNIT PLW170B PLS170B

Diameter mm 170 170

Light colour White RGB

Nominal colour temperature K 5000 -

Max. light output lm 1600 1500

Beam angle ° 116 116

Max. power W 16 19

Nominal input voltage VAC 12 12

Water temperature °C up to 40 up to 40

Warranty year 2 2

TECHNICAL SPECIFICATIONS


