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CHARACTERISTICS

- Available in 6 versions

- Full inverter technology

- Heating and cooling

- Operates down to -10°C ambient temperature

- Whisper-silent operation

- Sideways air blow-out

- Titanium heat exchanger

- 50mm connection

- Including winter cover

ADVANTAGES

- Energy-effi cient, COP up to 16,5

- Silent mode available, with timer function

- Space-saving installation

- Maintenance-friendly

- Modern design

- User-friendly touchscreen display

- Compatible with LINK Touch remote control
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CHARACTERISTICS UNIT DURA+10i DURA+13i DURA+18i DURA+20i DURA+25i DURA+28Ti

Pool volume up to* m3 30 - 55 40 - 70 50 - 85 60 - 100 70 - 120 90 - 160

Operating air temperature °C -10 / 43 -10 / 43 -10 / 43 -10 / 43 -10 / 43 -10 / 43

Available operation mode Heating & Cooling

PERFORMANCE CONDITION 1: AIR 27°C / WATER 26°C / RH 80%

Heating capacity kW 1,9 - 9,5 2,4 - 13 2,5 - 17,8 3,5 - 20 6,0 - 24 7,8 - 27,8

Power input kW 0,118 - 1,39 0,145 - 1,96 0,151 - 2,78 0,214 - 3,07 0,375 - 3,99 0,488 - 4,71

COP 16,1 - 6,8 16,5 - 6,6 16,5 - 6,4 16,3 - 6,5 16,0 - 6,0 16,0 - 5,9

PERFORMANCE CONDITION 2: AIR 15°C / WATER 26°C / RH 70%

Heating capacity kW 1,4 - 7,0 1,6 - 9,1 2,3 - 12,8 2,5 - 14,7 4,3 - 18,2 5,0 - 21,2

Power input kW 0,205 - 1,48 0,238 - 1,89 0,353 - 2,66 0,357 - 3,19 0,661 - 4,04 0,769 - 4,81

COP 6,8 - 4,7 6,7 - 4,8 6,5 - 4,8 7 - 4,6 6,5 - 4,5 6,5 - 4,4

PERFORMANCE CONDITION 3: AIR 10°C / WATER 26°C / RH 64%

Heating capacity kW 1,2 - 5,5 1,6 - 7,2 2,0 - 9,8 2,6 - 11,3 3,1 - 13,7 3,7 - 15,9

Power input kW 0,27 - 1,72 0,33 - 2,18 0,40 - 2,80 0,58 - 3,32 0,69 - 3,91 0,82 - 4,68

COP 4,5 - 3,2 4,8 - 3,3 4,9 - 3,5 4,5 - 3,4 4,5 - 3,5 4,5 - 3,4

Nominal current A 6,86 7,52 12,94 13,2 13,34 8,26

Max. current A 9,46 9,98 13,13 13,5 15,3 10,84

Power supply 230 V / 50 Hz / 1 Phase 230 V / 50 Hz / 1 Phase 230 V / 50 Hz / 1 Phase 230 V / 50 Hz / 1 Phase 230 V / 50 Hz / 1 Phase 380 V / 3N / 3 Phase

Casing type Aluminium-alloy simulation

Electronic controller Colour LCD, DuralinkTM ready

Condenser Titanium Heat Exchanger

Compressor type Mitsubishi DC Inverter

Refrigerant R32 R32 R32 R32 R32 R32

Fan motor type DC Brushless DC Brushless DC Brushless DC Brushless DC Brushless DC Brushless

Fan rotary speed RPM 500 - 800 500 - 800 500 - 750 500 - 750 500 - 600 400 - 750

Air flow m3/h 2000 - 2300 2000 - 2300 2700 - 3200 4300 - 5000 4000 - 4800 4200 - 5000

Fan direction Horizontal both sides

Noise at 10m dB(A) 16,5 - 27 19 - 28,5 20 - 30 21 - 31 23 - 33 25 - 34

Water connection mm 50 50 50 50 50 50

Nominal water flow m3/h 3,2 4,2 5,3 6,6 7,8 9,1

Max. water pressure drop kPa 5 6 3 4 7 8

Unit net dimensions (L*W*H) mm 1000*430*622 1000*430*622 1020*480*768 1151*500*860 1151*500*860 1151*500*860

Shipping dimensions (L*W*H) mm 1080*455*645 1080*455*645 1130*505*780 1235*520*880 1235*520*880 1235*520*880

Net weight kg 61 61 65 79 112 118

Shipping weight kg 74 74 79 98 131 137

Warranty year 3 3 3 3 3 3

TECHNICAL SPECIFICATIONS

* Pool volume based on an entirely insulated pool with cover, free from wind and exposed to the sun.


