
DEPACKAGING HIGH PERFORMANCE
UP TO 12.000 TONS OF BIOWASTE PER YEAR

400V three-phase
50Hz - 37kW

3 bars minimum 
at 50L/min

1250L/min
Minimum 7 to 10 bars

Security trap for unwanted materials with 
automatic unlocking.

Easy access to wear parts

Automatic cleaning cycle

Connected HMI screen for simplified 
maintenance.

MATERIALS GUARANTEES

Stainless steel chassis Qualité de soupe <0,3%

"Mechanical parts Creusabro and S700 Garantie machine 1 an

MAINTENANCE SOFTWARE & AUTOMATION

Upper platform HMI with a touchscreen display

Remote maintenance Interface Profinet & Modbus

DILUTION & CLEANING Siemens VFD

Substrate for filtration or dilution Connection 4G

Automatic cleaning in 3 zones Connection RJ45

Standard Option

SIZING*

Width 2,2 m

Height 4,3 m

Length 4,3 m

Weight 11 T

*Excluding walkway

CONSUMPTION UTILIZATION

TECHNICAL SPECIFICATIONS

+33 (0)1 43 77 85 42
contact@green-creative.com

LOADING HOPPER

CONTAINER FOR HEAVY 
UNDESIRABLES

ORGANIC PUMP

CONVEYOR FOR 
PACKAGING

mailto:contact@green-creative.com

