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INSTALLATION DRAWINGS



COMPACTED BASE- CLEAN COARSE AGGREGATE, LOW FINES

STORMFLOW SURFACE

2" MINIMUM- FOOT TRAFFIC AREAS
4" MINIMUM- VEHICLE AREAS
ADDITIONAL DEPTH AS REQUIRED
FOR HIGH DRAINAGE AREAS

1.5" OR 2" THICK

EXISTING SUB-BASE 

6"

SPECIFY EDGE TO BE SQUARE,
ROUNDED, OR 45° CHAMFER

NEW PATIO, SIDEWALK, TRAIL, CART PATH
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GEO TEXTILE FOR SOIL
SEPARATION & FILTRATION



EXISTING BASE

 ASPHALT/CONCRETE 2" THICK STORMFLOW SURFACE

CRUSHED STONE
BASE (LOW FINES)

45 MIL RUBBER LINER
8" VERTICAL STRIP

DEPTH OF STONE 6" MINIMUM
(SIZE ACCORDING TO ANTICIPATED
WATER DRAINING LOAD)

STORMWATER INFILTRATION STRIP 
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GEO TEXTILE FOR 
SOIL SEPARATION & 
FILTRATION



STORMWATER INFILTRATION STRIP 
WITH DRAINAGE

EXISTING BASE

 ASPHALT/CONCRETE

CRUSHED STONE
BASE (LOW FINES)

45 MIL RUBBER LINER

DEPTH OF STONE 6" MINIMUM
(SIZE ACCORDING TO ANTICIPATED
WATER DRAINING LOAD)

PERFORATED DRAINAGE PIPE 
INSTALLED PER MFR SPECS

2" THICK STORMFLOW SURFACE
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PERMEABLE TREE SURROUND

4" SPACE ON YOUNG TREES,
2" ON MATURE TREES

2" CRUSHED STONE

2" STORMFLOW SURFACE

EXISTING BASE

EXISTING CONCRETE

SOIL
SOIL MUST BE FULLY SETTLED,
COMPACTED BEFORE INSTALL
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STORMFLOW SURFACE 1" OVERPOUR

EXISTING ASPHALT / CONCRETE / BRICK / PAVERS
- SMOOTH COATED SURFACES SHOULD BE ROUGHED UP FOR PROPER ADHESION
- PRESSURE WASH TO REMOVE DIRT/MOSS ETC.
- SURFACE MUST BE DRY

EXISTING BASE

EXISTING SUB-BASE

TOP COAT EXISTING SURFACE
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STORMFLOW SURFACE 1" OVERPOUR

  6"
or larger

EXISTING ASPHALT / CONCRETE / BRICK / PAVERS

EXISTING BASE

2"

6"

ADD BASE FOR REQUIRED
WIDTH PLUS 6" SHOULDER

TOP COAT AND WIDEN EXISTING SURFACE
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