CURRENCY COUNTERS

SHARKCURRENCY
DISCRIMINATOR
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OutSide Dimensions:
G.Weight:

N.Weight:

Counting Speed:

Size of Countable notes:!

Feed system:

Happer Capacity:
Stacker Capacify:
Reject Stacker Capacily:
Power Supply:

Power Consumption:

Usage Environment:

Intarface:

Features:
With two CIS image including IR detection
MNon-Stop Counting with Reject Pocket
-Value counter by image sensor technology can
recognize up to 5 currencies
Mixed Denomination Counting Note Counter
-Authenticating function strengthened by IR/UVI/MG
Face and Orients banknotes
Improved Feeding Mechanism easy jam removal
Low noise with Counting

SHARK CURRENCY DISCRIMINATOR V1.5

330x316x316mm

Approx. 18Kg

Approx.15.0Kg

1000 notes/min(SDC and CNT MODE)
800 nofes/minfMDC MODE)
Minimum 110 x 60 mm

Maximum 185 x 90 mm

Thickness 0.08~0.12 mm

Roller Friction System

Approx.800 notes

Approx. 200 notes

Approx. 100 notes

AC 100~ 240V + 10% 50/60 Hz
Maximum 1.8A(100~240 VAC)
idling 0.2A(100~240 VAC)

120w

Temperature 0C ~ 35T {Operating)
-10C~ 60°C(Stock)

Humidity 20% ~ 90%(no condensation)
PC Terminal Interface(RS5-232C)
Printer Inter Interface{RS-232C)
USB2.0 Interface
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