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PURPOSE 

The Hydrostatic Bailer is a service tool used at the time when the substance 
which is to be bailed cannot be removed using pump bailer. This often takes 
place when metallic particles and other debris become lodged on the top of the 
dogs of lock mandrel. 

 
ASSEMBLY PARTS 

1. Fishneck 6. Piston Plug 
2. Upper Barrel Sub 7. Plunger 
3. Equalizing Dart 8. Plunger Housing 
4. Barrel 9. Ball Trap 
5. Lower Barrel Sub 10. Shoe *shoe may come with 1 or 3 

piece design 
 

OPERATION 
Attach the Hydrostatic Bailer to the tool string and lower into the wellbore 
to the desired depth. Jar down on debris or obstruction to shear the shear 
pin and fire the bailer. Remove from the wellbore and inspect contents. 

 
PRECAUTIONS 
Running a Jar up pulling tool above the bailer may prevent the tool string 
from becoming stuck in the wellbore if the bailer becomes lodged in debris 
downhole. 

 

Nominal Size 1.25” 1.375” 

Assembly Number 0601HB125AO 0601HB137AO 

Item Part Name   

1 Fishneck 0601HB12501 0601HB13701 

2 Upper Barrel Sub 0601HB12502 0601HB13702 

3 Equalizing Dart 0601HB12503 0601HB12503 

4 Barrel 0601HB12504 0601HB13704 

5 Lower Barrel Sub 0601HB12505 0601HB13705 

6 Piston Plug 0601HB12506 0601HB13706 

7 Plunger 0601HB12507 0601HB13707 

8 Plunger Housing 0601HB12508 0601HB13708 

9 Ball Trap 0601HB12509 0601HB13709 

10 Shoe 0601HB12510 0601HB13710 
  0601HB12511 0601HB13711 
  0601HB12512 0601HB13712 

Top Thread Connection 0.938”-10 UN 0.938”-10 UN 

Max O.D. 1.25” 1.375” 

Fishneck size 1.187” 1.187” 

 
(Sizes continue on next page) 
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Nominal Size 1.625” 1.75” 1.75” (High Pressure) 2.50” 

Assembly Number 0601HB162A0 0601HB175A0 0601HHB175A0 0601HB250A0 

Item Part Name     

1 Fishneck 0601HB16201 0601HB17501 0601HB17501 0601HB25001 

2 Upper Barrel Sub 0601HB16202 0601HB17502 0601HHB17502 0601HB25002 

3 Equalizing Dart 0601HB16203 0601HB17503 0601HHB17503 0601HB25003 

4 Barrel 0601HB16204 0601HB17504 0601HHB17504 0601HB25004 

5 Lower Barrel Sub 0601HB16205 0601HB17505 0601HHB17505 0601HB25005 

6 Piston Plug 0601HB16206 0601HB17506 0601HHB17506 0601HB25006 

7 Plunger 0601HB16207 0601HB17507 0601HHB17507 0601HB25007 

8 Plunger Housing 0601HB16208 0601HB17508 0601HB17508 0601HB25008 

9 Ball Trap 0601HB16209 0601HB17509 0601HB17509 0601HB25009 

10 Shoe 0601HB16210 0601HB17510 0601HB17510 0601HB25010 

  0601HB16211    

  0601HB16212    

Top Thread Connection 0.938”-10 UN 0.938”-10 UN 0.938”-10 UN 1.062”-10 UN 

Max O.D. 1.62” 1.75” 1.75” 2.50” 

Fishneck size 1.187” 1.375” 1.375” 1.75” 
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