
Impression Blocks 

When ordering please specify part name and size. Call us Toll Free: 1-800-438-0061 92 
CANADA • USA • INTERNATIONAL • www.bracetool.com 

 

 

 
PURPOSE 

The Impression Blocks provides a means of taking impressions of down hole 
blockages, obstructions, and tubular damage. 

 
OPERATION 
Attach the proper size impression block to the tool string and lower to 
desired depth. Set gently down on obstruction and jar down one time before 
removing from the wellbore and inspect. 

 
PRECAUTIONS 
If possible only jar down once to get a clear impression. 

 

Size Max O.D. Fishneck size Thread Connection Part Number 

0.75” 0.875” 0.75” 0.50”-13 NC 0501IMP087A0 

1.00” 1.125” 1.00” 0.625”-11 NC 0501IMP100A0 

1.25” 1.375” 1.187” 0.938”-10 UN 0501IMP125A0 

1.50” 1.625” 1.375” 0.938”-10 UN 0501IMP150A0 

1.75” 1.875” 1.375” 0.938”-10 UN 0501IMP175A0 

2.125” 2.125” 1.375” 0.938”-10 UN 0501IMP200A0 

2.24” 2.375” 1.375” 0.938”-10 UN 0501IMP225A0 

2.50” 2.625” 1.375” 0.938”-10 UN 0501IMP250A0 

2.74” 2.875” 1.75” 1.062”-10 UN 0501IMP275A0 

3.125” 3.125” 1.75” 1.062”-10 UN 0501IMP300A0 

3.50” 3.625” 1.75” 1.062”-10 UN 0501IMP350A0 

4.00” 4.375” 2.31” 1.062”-10 UN 0501IMP400A0 

4.75” 4.875” 2.31” 1.062”-10 UN 0501IMP475A0 

5.25” 5.375” 2.31” 1.062”-10 UN 0501IMP500A0 

5.5" 5.875” 2.31” 1.062”-10 UN 0501IMP550A0 

6.00” 6.00” 2.31” 1.062”-10 UN 0501IMP600A0 
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