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TECHNICAL SPECIFICATIONS | PVC

Version 1.2 | Specifications are subject to change without notice.

AQUA WAVE
PIXEL

Light Dimension 0.63 x 0.67in (16x17mm)

Output RGB RGBW Single Color Dynamic White

LED Light SMD

Max Run Length *Note: According to UL676 regulation, the total power consumption of the fixtures must not exceed 100W.
Single Feed 19.88ft(6.06m) 14.93ft(4.55m) 27.33ft(8.33m) 32.81ft (10m)
Double Feed *Double feed is not necessary since the max. run length must not exceed the max. run length for single feed.

Light Surface Square profile 160°

Lumen Maintenance

Electrical

Input Voltage
Power Consumption

Physical
LED Count

Cutting Unit Length

70,000 Hours L70 @ 77°F (25°C) : 90,000 L50 @ 77°F (25°C)
50,000 Hours L70 @ 122°F (50°C) : 70,000 Hours L50 @ 122°F (50°C)

24V DC

5.03W/ft (16.5W/m)  6.71W/ft (22W/m) 3.66W/ft (12W/m) 3.05W/ft (10W/m)
26LEDs/ft 26LEDs/ft 26LEDs/ft 37LEDs/ft
(84LEDs/m) (84LEDs/m) (84LEDs/m) (120LEDs/m)
3.28in (83.3mm) 3.28in (83.3mm) 3.28in (83.3mm) 3.94in (100mm)

(7 LEDs) (7 LEDs) (7 LEDs) (6+6 LEDs)

Thermal Management
Fixture Connections

Minimum Bend Diameter 11.81in(300mm) (Top Bending)

Temperature Ranges
Installation
Operating

Max. Surface

Free air convection
End & bottom leadwires

(Top or Side Bending)  (Top or Side Bending)

32°F to 113°F (0°C to 45°C)

-4°F to 86°F -4°F to 77°F -4°F to 113°F -4°F to 113°F
(-20°C to 30°C) (-20°C to 25°C) (-20°C to 45°C) (-20°C to 45°C)
140°F (60°C)

Humidity 0-95% non condensing

Dependability

Warranty 5 Year Limited Warranty

Safety

Testing Tested to UL & CSA by Underwriters Laboratoryfor use in USA and Canada, complieswith

Certifications
UL 2108

UL 676
CE-EMC

IP Rating

California Title 24 Requirements, Lighting Facts. ﬂ\
. e
Exceeds ANSI C78.377A, CE & RoHS Compliant. pon S

Testing Organization Certificate Serial N° Report Reference

UL E347880 E347880-20130503
UL E509134 E509134
SGS SZEM1712012372LMV SZEM171201237201

IP68 with appropriately rated accessories. Maximum Submersible Depth is 2m.

Beam Bending Flame uv Solvents Salt Water 1P68 IKO8 5 Year
Angle Diameter Resistant Resistant Resistant Resistant  Protection Protection Warranty
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TECHNICAL SPECIFICATIONS | PVC

AQUA WAVE

Version 1.2 | Specifications are subject to change without notice.

Optical Parameters

Available Colors

Color

Red

Green

Blue

Amber (S)

RGB

2200K (S, DW)

2700K (S, RGBW)
3000K (S, RGBW)

3500K (S)

4000K (S, RGBW)

5700K (S, DW)

Wavelength/CCT
618-624nm
522-530nm

468-474nm
588-594nm
R+G+B

2238 + 102K
2725 + 145K
3045 + 175K
3465 + 245K
3985 + 275K
5669 + 355K

Notes for available colors:

Lumen Count

Color
Red
Green
Blue
Amber
RGB
2200K
2700K
3000K
3500K
4000K
5700K

S - Single Color. Every color is available in single color. Amber and 3500K is only available in Single color.
RGBW - RGBW color options for the white LED's are 2700K, 3000K, and 4000K.
DW - Dynamic White ranges from 2200K~5700K.

Fixture Diagrams

11.81 inch

®300 mm ~

BENDING DIRECTION

Top Bending

Light Emitting
Surface

Light Emitting
Surface

TOP BENDING

.

Side Bending

|

FIXTURE PROFILE

17 mm
0.67 inch

prpa—

16 mm
0.63 inch

MINIMUM BENDING DIAMETER

® 300 mm
11.81inch

® 300 mm ~
11.81 inch J

Light Emitting
Surface

SIDE BENDING

‘ ® 300 mm

160° Square

PIXEL

Light Emitting
Surface

11.81 inch

Top Bending Side Bending
Per Foot Per Meter Per Foot Per Meter
43Im 140Im 37Im 120Im
110Im 360Im 98Im 320Im
21Im 70Im 17Im 55Im
43Im 140Im 37Im 120Im

91lm 300Im
104Im 340Im 98Im 320Im
104Im 340Im 98Im 320Im
104Im 340Im 98Im 320Im
116Im 380Im 110Im 360Im
116lm 380Im 110Im 360Im
110Im 360Im 98Im 320Im
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PART NUMBER AND NAMING CONVENTION | PVC AQUA WAVE
Version 1.2 | Specifications are subject to change without notice. PIXEL

FIXTURE

NF-16E-X-01-3W-E-XXX-24DC

— LED Color (3 digits)
> Bending Direction (1 Digit)

Bending Direction | LED Color (3 digits)
0O - Top Bending RGB - RGB

1 - Side Bending R27 - RGBW 27K

R30 - RGBW 30K

R40 - RGBW 40K
PDW - Dynamic White

LEAD CONNECTOR

NA-16E-X-00-3W-PO-X-XX-XXX-S

—» Wire Length (3 Digits)
Wire Exit (2 Digits)

For Fixture End (1 Digit)
Bending Direction (1 Digit)

\

\ /

\ /

Bending Direction (1 Digit) For Fixture End (1 digit) Wire Exit (2 digits) Wire Length (3 digits)***
O - Top Bending 1 - Input side EN - End 05M - 16ft (5m)
1 - Side Bending 2 - Output side BO - Bottom 10M - 32.81ft (10m)
O - Bottom/End EC - End Cap 000 - For End Cap

*Note: Minimum Lead Wire Length is 16.4ft (5m).

For full part number naming rules, please refer to the document on https://www.glls.com/documentation/
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CONNECTORS | PVC

AQUA WAVE

Version 1.2 | Specifications are subject to change without notice.

SUBMERSIBLE CONNECTOR

END EXIT
NA-16E-1-00-3W-PO-0-EN-XXX-S

NA-16E-0-00-3W-PO-0-EN-XXX-S

PIXEL

IP68: Submersible. Factory Assembly only.
Min lead wire length required is 16.4ft (5m).

(Dimensions: mm)

215

BOTTOM EXIT
NA-16E-1-00-3W-PO-0-BO-XXX-S

NA-16E-0-00-3W-PO-0-BO-XXX-S

END CAP

o0k
NA-16E-1- 00-OW-SU-1-EC-000-P - S
N -
NA-16E-1- 00-OW-SU-2-EC-000-P
<o
Ground(DC24V-
WIRING DIAGRAM - SINGLE FEED D e O
SJTW Cable —>ignal Wire
L_Dpc24av+
18AWG*3
Cable length | Max run length |
L DC 24V
o o SPI -
Power Supply B - CONTROLLER Data =
N DC24V| GND
Cable length
Max run length |
Power Supply |
DC24V|
SPIDECODER * o
Data+ DC24v DM? L
Data-
DMX Data+
CONTROLLER Data-
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MOUNTING CHANNEL | PVC

AQUA WAVE

Version 1.2 | Specifications are subject to change without notice.

TRANSPARENT REINFORCED PLASTIC CHANNEL

(23.5mm)

\
|
! 0.93in
|
|

[ 0.15in(3.9mm)

0.79in(20mm)

PIXEL

L
(N-1)-L2
2-L1 — ) |) P P
= = \—
i L.
g
e N*8
W xH Standard Length Part Number L1 L2 Screw Hole ®  Hole #
0.79 x 0.93in 1.38in (35mm) CL-16-R-TP-3C5-SD 0.69in (17.5mm) / 0.18in x 0.31in (4.5x8mm) 1
(20 x 23.5mm) 19.69in (500mm) CH-16-R-TP-OM5-SD 1.97in (50mm) 7.87in (200mm) 0.18in x 0.31in (4.5x8mm) 3
39.37in (1000mm) CH-16-R-TP-01M-SD 3.94in (100mm) 7.87in (200mm) 0.18in x 0.31in (4.5x8mm) 5
78.74in (2000mm) CH-16-R-TP-02M-SD 3.94in (100mm) 7.87in (200mm) 0.18in x 0.31in (4.5x8mm) 10
- 28 -
i 1 I
2 1 }
1 |
185 % |
Tolerance: £0.2mm
Iseci=—ay Tl
; —
ﬂ I Fan il |=| = g
o560 NSl
== é s 958~62
’b‘,@k/ w
W x H Standard Length Part Number Screw Hole ® Hole #
0.73 x 0.76in 1.38in(35mm) CL-16-R-SS-3C5-SD 0.18in(4.5mm) 3
(18.5 x 19.2mm)
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