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Output Red/Amber Green/Blue/White White (CRI90) White
LED Light Epistar Nichia 

Electrical
Input Voltage 24V DC

Physical

LED Spacing 0.37in (9.26mm) 

(9 LEDs) (6 LEDs) (6 LEDs) (6 LEDs)

Minimum Bend Diameter 11.81in (300mm)
(Side Bending or Top Bending)

Temperature Ranges

Humidity 0-95% non condensing
Dependability
Warranty 5 Year Limited Warranty
Safety

E509134

41.01  (12.5m) 27.33  (8.33m) 27.33  (8.33m) 27.33  (8.33m)
Double Feed 41.01  (12.5m) 27.33  (8.33m)

-4◦F to 122◦F (-20ºC to 50ºC) -4◦F to 113◦F (-20ºC to 45ºC)

*Note: According to UL676 regulation, the total power consumption of the fixtures must not exceed 100W

CERTIFICATIONS

E347880 E347880-20130503

27.33  (8.33m) 27.33  (8.33m)
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Lumen Count            Top Bending            Side Bending
Color Per Foot            Per Meter         Per Foot Per Meter
Red 46lm             150lm           52lm   170lm
Green 122lm             400lm           137lm   450lm
Blue 20lm               65lm           26lm     85lm
Amber 46lm             150lm           52lm   170lm
2200K 128lm             420lm         122lm   400lm
2700K 128lm             420lm         122lm   400lm
3000K 128lm             420lm         122lm   400lm
3500K          146lm      480lm   137lm   450lm
4000K 146lm             480lm         137lm   450lm
5700K 137lm            450lm         122lm   400lm

Available Colors
Color CCT 
2500K 2460 ± 120K
2700K 2725 ± 145K
3000K 3045 ± 175K
3500K 3465 ± 245K
4000K 3985 ± 275K
4500K 4503 ± 243K
5000K 5029 ± 283K

For standard or custom color jacket options, contact your Account Manager. Min. order quantity of 328ft (100m).

Nichia

Epistar
Available Colors
Color Wavelength/CCT
Red 618-624nm
Green 522-528nm
Blue 468-474nm
Amber 588-594nm
2200K 2238 ± 102K
2700K 2725 ± 145K
3000K 3045 ± 175K
3500K 3465 ± 245K
4000K 3985 ± 275K
5700K 5669 ± 355K

Available Colors
Color CCT

2700K 2725 ± 145K
3000K 3045 ± 175K
3500K 3465 ± 245K
4000K 3985 ± 275K

Color

CRI90

*For 2200K, 2500K, 4500K, 5000K: Minimum order quantity of 100 meters.

Top Bending            Side Bending
Per Foot             Per Meter         Per Foot Per Meter

Color
Top Bending            Side Bending

Per Foot            Per Meter         Per Foot Per Meter
104lm
104lm
104lm
116lm   

340lm
340lm
340lm
380lm   

116lm
116lm
116lm   

380lm
380lm
380lm   

110lm
110lm
122lm  

360lm
360lm
400lm   

122lm 400lm

104lm
104lm
116lm   

340lm
340lm
380lm   

116lm 380lm

107lm
107lm
122lm  

350lm
350lm
400lm   

122lm 400lm

122lm  400lm   
122lm 400lm

110lm 360lm

*For 2200K: Minimum order quantity of 100 meters.
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Year

D:300mm

LIGHT PROFILE

17
 m

m
0.

67
 in

ch

16 mm
0.63 inch

Side Bending

BENDING DIRECTION

Top Bending

SIDE BENDINGTOP BENDING

MINIMUM BENDING DIAMETER

11.81 inch 11.81 inch 11.81 inch 11.81 inch

Beam
Angle

Bending
Diameter

Flame
Resistant

UV
Resistant

Solvents
Resistant

Salt Water
Resistant

IP68 IK08 5 Year
Warranty
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LIGHT FIXTURE

NF-16E-X-01-2W-X-XXX-24DC

LED Color (3 digits)
LED Type (1 digit)

LED Type LED Color (3 digits)
0 - Top Bending (VB) E - Epistar RED - Red

27K - 2700K 

57K - 5700K

40R - 4000K - CRI90

1 - Side Bending (HB) N - Nichia GRE - Green
30K - 3000K- Blue

35K - 3500K AMB - Amber

40K - 4000K

27R - 2700K - CRI90

22K - 2200K

30R - 3000K - CRI90

35R - 3500K - CRI90

Notes:

25K - 2500K *
50K - 5000K *
45K - 4500K *

22R - 2200K - CRI90 **
25R - 2500K - CRI90 **

50R - 5000K - CRI90 **
45R - 4500K - CRI90 **

of 7



CONNECTORS | PVC AQUA WAVE
STATICVersion 1.1 | 

UNITED STATES CANADA UNITED KINGDOM DISCLAIMER WEBSITES

www.glls.com

www.aquaneon.com

PAGE

6
+1 (888) 580-6366

IP68: Submersible. Factory Assembly only.
Minimum Wire Length required is 12ft (3.66m)

SUBMERSIBLE CONNECTOR (Dimensions: mm)

END EXIT
NA-16E-1-00-2W-PO-0-EN-XXX-P

NA-16E-0-00-2W-PO-0-EN-XXX-P

SIDE EXIT
NA-16E-1-00-2W-PO-2-SL-XXX-P 
NA-16E-1-00-2W-PO-1-SR-XXX-P

NA-16E-0-00-2W-PO-1-SL-XXX-P 
NA-16E-0-00-2W-PO-2-SL-XXX-P 
NA-16E-0-00-2W-PO-1-SR-XXX-P 
NA-16E-0-00-2W-PO-2-SR-XXX-P

BOTTOM EXIT
NA-16E-1-00-2W-PO-0-BO-XXX-P

NA-16E-0-00-2W-PO-0-BO-XXX-P

END CAP

Anti-Wicking Ferrule is strictly not 
recommended to be underwater 
at any case. 

The Ferrule needs to be above 
water for any underwater 
applications. 

1.18in(30mm)

Ø0.47in(12mm)
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TRANSPARENT REINFORCED PLASTIC CHANNEL (Dimensions: mm)

STAINLESS STEEL CLIP (Dimensions: mm)

W x H Standard Length Part Number L1 L2 Ho

0.35 x 0.93in 1.38in (35mm) CL-16-R-TP-3C5-SD 0.69in (17.5mm) / 1

(20 x 23.5mm) 19.69in (500mm) CH-16-R-TP-0M5-SD 1.97in (50mm) 7.87in (200mm) 3

39.37in (1000mm) CH-16-R-TP-01M-SD 3.94in (100mm) 7.87in (200mm) 5

78.74in (2000mm) CH-16-R-TP-02M-SD 3.94in (100mm) 7.87in (200mm) 1

0.055in(

0.11in(2.6~2.8mm

L

L1

L2

0.79in(20mm)
0.15in(3.9mm)

0.93in
(23.5mm)

0.35in
(8.9mm)

Standard Length Part Number Screw Hole Φ Hole #

1.38in(35mm) CL-16-R-SS-3C5-SD 0.18in(4.5mm) 3

0.18in (4.5mm)

0.31in (8mm)

W x H

0.73 x 0.76in

(18.5 x 19.2mm)

Included Hardware:
Ø6*L30mm 
Rubber Expansion 

Bolt

M40*30mm Stainless 
Steel Self-tapping Screw
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le #

0

1.18in(30mm)

1.4mm)

ST
0.

16
in

(4
m

m
)

0.28in(ø7.0~7.3mm)

)
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