Applicable to:
High temperature and Humid

Environments such as Saunas,
Steam Rooms, Spas, etc.
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TECHNICAL SPECIFICATIONS | SILICONE

Version 1.0 |
Output Wave S160 S270 Light Strip
LED Light SMD LEDs SMD LEDs SMD LEDs SMD LEDs
Max Fixture Length

With Single Power Feed ~ 32.81ft (10m) 3281ft(10m) 32.81ft(10m) 32.81ft(10m)

With Double Power Feed  32.81ft (10m) 32.81ft(10m) 32.81ft(10m) 32.81ft(10m)
Light Surface Profile Square 160° Square 160° Round 270° Square 160°
Lumen Maintenance LM70B50 51,000 Hours at 25°C : 36,000 Hours at 90°C
Electrical
Input Voltage 24VDC 24VDC 24VDC 24VDC
Power Consumption 1.83W/ft (6W/m) 1.83W/At (6W/m) 1.83W/At (6W/m) 1.83W/At (6W/m)
Physical
Cutting Unit Length 2.19in (55.6mm) 3.28in (83.3mm) 3.28in (83.3mm) 6.56in (166.67mm)
LEDs per Cutting Unit 6LEDs/CU 6LEDs/CU 6LEDs/CU 6LEDs/CU
LED Count 33LEDs/ft (108 LEDs/m) 22 LEDs /ft (72 LEDs/m) 22 LEDs/ft (72 LEDs/m) 11LEDs /ft (36 LEDs/m)
Thermal Management Free Air Convection
Fixture Connections End, Side & Bottom lead wires
Bending Direction Side orTop Bending Side Bending Side Bending Top Bending
Minimum Bend Diameter 11.81in (300mm) 4.72in (120mm) 4.72in (120mm) 1.97in (50mm)
Temperature Ranges
Installation -40°F to 122°F (40°Cto 50°C)

Operating -40°F to 194F (-40°C to 90°C)

Humidity 0-100% non condensing

Dependability

Warranty 3 Year Limited Warranty

Safety

Testing Tested to UL & CSA by Underwriters Laboratory for use in USA and Canada, complies with California Title 24 Requirements, Lighting Facts. Exceeds ANSI C78377A, CE & RoHS Compliant.

Certifications Testing Organization Certificate Serial N° Report Reference

UL2108 uL E347880 E347880-20130503

CE-EMC SGS SZEM1712012372LMV SZEM171201237201

IP Rating IP67 with appropriately rated accessories

Optical Parameters Wave S160 $270 Light Strip

Available Colors Top Bending | Side Bending  Side Bending Side Bending Top Bending

Color CcCcT Im/ft Im/m | Im/ft Im/m Im/ft Im/m Im/ft Im/m Im/ft Im/m

2200k 2238+ 66K 69 225 58 190 49 160 58 190 107 350

2700k 2725+ 85K 85 280 72 235 55 180 72 235 122 400

3000k 3045 + 105K 85 280 72 235 61 200 72 235 137 450

3500k 3465+ 245K 88 290 73 240 61 200 72 235 137 450

4000k 3985+ 150K 88 290 73 240 61 200 72 235 137 450

5700k 5669 + 305K 88 290 73 240 61 200 72 235 137 450

6500k 6532 + 340K n/a n/a n/a n/a 137 450

*Installation Note - Do not install light fixture within 80cm (31.5") of heat source.
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TECHNICAL SPECIFICATIONS | SILICONE
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Vivid Wave

Output
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Seamless Connectors Vivid Wave S 160 S 270 Light Strip
&
Ayl
5 o 6% 208 e 2
o K o b 2
. 2 [ o Ko 210 % G
End Exit Lead S
e = : <L = Ty o 5
A% 0 &
n S
2 20— 6 \1
19 — / 295 / 2
a L | ) 1 6
. . [aV]
Side Exit Lead NN PN Ao %
SN S, DN
® o2
s
1
2 2 &% >
@ m @ 31 — 6
2 ~N
Bottom Exit Lead K= Zs
< i“r@ DO I =T 29 T_T
e 0 < ’”10@ © i
A1
w np 2 295 2
NN ~ 6
Seamless End Cap = ._
b 5 Z
%2 Qs . o 5o ’
s
| i s UNITED STATES CANADA UNITED KINGDOM DISCLAIMER WEBSITES PAGE
h . Pacific Business Center 264 Botsford Street, Unit 21, The Old GLLS, reserves the right to make any design chang- www.glls.com 3
LED LIGHTING SOLUTIONS 1075 American Pacific Dr., Suite 200 Moncton, NB Rectory, Northfleet, es for continuous improvement which will not affect | www.ledneonflex.com
+1(888) 580-6366 Ste. A Henderson, NV 89074 E1C 4X7 Gravesend, the overall appearance or performance. www.aguaneon.com of 5



TECHNICAL SPECIFICATIONS | SILICONE
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Anti-Wicking Ferule

Anti-Wicking Ferrule is strictly not

recommended to be underwater —— — oAT1a
atany case. ESX 47in(12mm)
=rc——r——
The Ferrule needs to be above 1.18in(30mm) oA
water for any underwater
applications.
IP67-Above Water IP67-Under Water
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Fixture - Part Number Configuration

OO =A XA -2W-E-00(-24DC-6W
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LED Color (3 Digits)
Product (2 Digits)

Bending Direction/Clear Casing (1 Digit)
»  Profile (3 Digits)
» Product Line (2 Digits)

Yy

"

Product Line (2 digits) | Profile (3 digits) Bending (1 digits) Product (2 digits) LED COLOR (3 digits)

- Silicone Flex - Vivid Wave - Top Bending -OneSided Flex - 2200K

- Silicone Light Strip -Vivid S 160 - Side Bending -6W/mLight Strip - 2700K
-Vivid § 270 -Clear Light Strip - 3000K

- Vivid Light Strip - 3000K

- 4000K

- 5700K

- 6500K

Lead Connectors - Part Number Configuration

A A =2 W=SE = -
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I—» Length (3 digits)

L » Exit Type (2 Digits)

For Fixture End (1 Digit)
Connector Type (2 Digits)
Bending Direction (1 Digit)

Y

Y

Product Accessories Profile Bending Direction | Light Emitting Sides Fixture End Exit Type Length
(2 Digit) (2 Digits) (1 digit) (2 digits) (3 digits) (2 digits) (3 digits)
- Silicone Flex -Vivid Wave - TopBending - 16E/15G - Input side -End - 0.98ft (30cm)
- Silicone Light Strip - Vivid 5 160 -Side Bending - 11B/11D - Qutput side - Bottom - 3.28ft (1m)
-Vivid S 270 - Light Strip - Jumpers/FFeeds/ - Side left - 9.84ft (3m)
-Vivid Light Strip Seamless Bottom/ - Side right - 16ft {5m)
Seamless End - 32.81ft (10m)
- For End Cap
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TECHNICAL SPECIFICATIONS | SILICONE
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Vivid Wave
Standard Aluminum Channel
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Recessed Aluminum Channel
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Standard Aluminum Channel with Sillicone Grip
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Recessed Aluminum Channel with Silicone Grip

S 160 S 270 Light Strip

Available Length: 1.38in (35mm) | 19.69in (500mm) | 39.37in (1000mm) | 78.74in (2000mm)
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Available Length: 1.38in (35mm) | 19.69in (500mm) | 39.37in (1000mm) | 78.74in (2000mm)
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Available Length: 1.38in (35mm) | 19.69in (500mm) | 39.37in (1000mm) | 78.74in (2000mm)
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Bendable Serrated Aluminum Channel Available Length: 1.38in (35mm) | 19.69in (500mm) | 39.37in (1000mm) | 78.74in (2000mm)
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Stainless Steel C“p Available Length: 1.38in (35mm) | 19.69in (500mm) | 39.37in (1000mm) | 78.74in (2000mm)
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