
A2 Modification Date: March 19, 2024

VIVID BASIC

PVC: 24V

Physical Attributes

Wiring: LED Functions

Order Code

Temperatures

Mounting Profiles Available

UL2108 CLASS 2

* The highest achievable IP rating with appropriate connector accessories & The highest achievable IK rating with appropriate mounting accessories.

FLAME
RESISTANT

UV
RESISTANT

SOLVENT
RESISTANT

SALT
RESISTANT

INDOOR/
OUTDOOR

DIMMABLE IK 10
PROTECTION*

IP 68
PROTECTION*

24V DC

4.72IN (120MM)

Connectors Available

V = Vivid 2 = PVC A = Basic 1 = Side W = White + 	        
Diffused

1 = Static A = Amber

B = Blue

C = Green

E = Red

H = 2200K

J = 2700K

L = 3000K

M = 3500K

N = 4000K

Q = 5700K

1 = Epistar SMD 
LED

2 = Epistar SMD 
LED + CRI80

A = 1.06w/ft (3.5w/m)

B = 1.37w/ft (4.5w/m)

3V = 24V DC CV 
(Constant 
Voltage)

F = 3.28in (83.3mm)

H = 4.92in (125mm)

V 2 A 1 W 1 A 1 A 3V H

SERIES MATERIAL PROFILE BENDING JACKET/BASE + 
LENS COLOR

LED FUNCTION LED COLOR CHIP + CRI POWER VOLTAGE ORDER UNIT LENGTH

Swivel; Snap; PVC Seamless; and PVC Submersible. Aluminum Basic; Aluminum Recessed; Aluminum Silicone 
Grip; Aluminum Silicone Grip Recessed; Aluminum 
Flexible; Aluminum Raceway; Aluminum Raceway 
Suspended; Plastic Reinforced; and Stainless Steel Clip.

STATIC PWM

AMBIENT
OPERATING 

-13°F TO 131°F 
(-25°C TO 55°C)

AMBIENT
INSTALLATION

32°F TO 131°F 
(0°C TO 55°C)

MAX MOUNTING 
SURFACE

140°F (60°C)

FIXTURE 
STORAGE

-4°F TO 140°F 
(-20°C TO 60°C)

HUMIDITY NON
CONDENSING

0-95%

THERMAL 
MANAGEMENT 
FREE AIR CONVECTION

5 YEAR WARRANTYCE-EMC



A3Modification Date: March 19, 2024

VIVID BASIC

LED Colors

Order Codes

Fixture Specifications

Optical Parameters

Electrical

Jacket Color

COLOR VOLTAGE POWER CONSUMPTION

24V DC CV

1.06W/ft (3.5W/m)

1.37W/ft (4.5W/m)

1.37W/ft (4.5W/m)

1.06W/ft (3.5W/m)

1.37W/ft (4.5W/m)

1.37W/ft (4.5W/m)

1.37W/ft (4.5W/m)

1.37W/ft (4.5W/m)

1.37W/ft (4.5W/m)

1.37W/ft (4.5W/m)

ORDER CODE COLOR

V2A1W1A1A3VH

V2A1W1B1B3VF

V2A1W1C1B3VF

V2A1W1E1A3VH

V2A1W1H2B3VF

V2A1W1J2B3VF

V2A1W1L2B3VF

V2A1W1M2B3VF

V2A1W1N2B3VF

V2A1W1Q2B3VF

COLOR LED CHIP + FIXTURE CRI LED COUNT 1 CONNECTOR FULL/DYNAMIC 2 CONNECTORS FULL/DYNAMIC ORDER UNIT (CUTTING UNIT)

Epistar SMD LED Chip

22 LEDs/ft (72 LEDs/m)

65.62ft (20m) / N/A 131.23ft (40m) / N/A 4.92in (125mm) (9 LEDs)

Epistar SMD LED Chip 49.21ft (15m) / N/A 98.43ft (30m) / N/A 3.28in (83.3mm) (6 LEDs)

Epistar SMD LED Chip 49.21ft (15m) / N/A 98.43ft (30m) / N/A 3.28in (83.3mm) (6 LEDs)

Epistar SMD LED Chip 65.62ft (20m) / N/A 131.23ft (40m) / N/A 4.92in (125mm) (9 LEDs)

Epistar SMD LED Chip + CRI80 49.21ft (15m) / N/A 98.43ft (30m) / N/A 3.28in (83.3mm) (6 LEDs)

Epistar SMD LED Chip + CRI80 49.21ft (15m) / N/A 98.43ft (30m) / N/A 3.28in (83.3mm) (6 LEDs)

Epistar SMD LED Chip + CRI80 49.21ft (15m) / N/A 98.43ft (30m) / N/A 3.28in (83.3mm) (6 LEDs)

Epistar SMD LED Chip + CRI80 49.21ft (15m) / N/A 98.43ft (30m) / N/A 3.28in (83.3mm) (6 LEDs)

Epistar SMD LED Chip + CRI80 49.21ft (15m) / N/A 98.43ft (30m) / N/A 3.28in (83.3mm) (6 LEDs)

Epistar SMD LED Chip + CRI80 49.21ft (15m) / N/A 98.43ft (30m) / N/A 3.28in (83.3mm) (6 LEDs)

COLOR BREAKDOWN FIXTURE COLOR 
TOLERANCE

WAVELENGTH/CCT LED CRI LED COLOR TOLERANCE LUMEN COUNT

N/A 588-594nm N/A 3nm 20lm/ft (65lm/m)

N/A 468-474nm N/A 3nm 6lm/ft (20lm/m)

N/A 522-528nm N/A 3nm 30lm/ft (100lm/m)

N/A 618-624nm N/A 3nm 18lm/ft (60lm/m)

6SDCM 2238 ± 102K 82-87 2.3SDCM 43lm/ft (140lm/m)

6SDCM 2725 ± 145K 82-87 2.3SDCM 43lm/ft (140lm/m)

6SDCM 3045 ± 175K 82-87 2.3SDCM 49lm/ft (160lm/m)

6SDCM 3465 ± 245K 82-87 2.3SDCM 49lm/ft (160lm/m)

6SDCM 3985 ± 275K 82-87 2.3SDCM 49lm/ft (160lm/m)

6SDCM 5669 ± 355K 82-87 2.3SDCM 43lm/ft (140lm/m)

RED

RED

GREEN

GREEN

BLUE

BLUE

AMBER

AMBER

2200K

2200K

2700K

2700K

3000K

3000K

3500K

3500K

4000K

4000K

5700K

RED

GREEN

BLUE

AMBER

2200K

2700K

3000K

3500K

4000K

5700K

5700K

WHITE+
DIFFUSED

STATIC: WHITES + COLORS - WHITE+DIFFUSED JACKET

Note: Lumen Maintenance: 70,000 Hours L70 @ 25°C : 90,000 L50 @ 25°C 50,000 Hours L70 @ 50°C : 70,000 Hours L50 @ 50°C


