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Pulsoximeter VM-2160  
Leistungsstark, vielseitig und modern

Das kompakte ergonomische Design und die integrierte ChipOx-Technologie garantieren hochpräzise und 
zuverlässige Messungen - auch unter schwierigsten Bedingungen.

• Selbsterklärende und ergonomische Bedienfunktionen ermöglichen eine intuitive Bedienung
• Die farbliche Darstellung der Informationen sowie die einfache Informationsstruktur unterstützen die

Entscheidungsfindung und das schnelle Handeln des Anwenders in kritischen Situationen
• Intelligente Verknüpfung von visuellen und akkustischen Informationen und Signalen
• Die Pulstonfrequenz informiert über die Höhe der Sauerstoffsättigung
• Automatische Umgebungslicht-Unterdrückung
• Anzeige der Signalqualität
• Extrem schnelle Messwertanzeige durch Fuzzy-logic (3-5 s)
• Die einfache Handhabung sowie die eindeutigen Fehlermeldungen schließen eine Fehlbedienung des VM-

2160 faktisch aus
• 18 Sprachvarianten zur Bedienführung auswählbar
• Modernste Technologien und energiesparende Elemente ermöglichen den Dauereinsatz des Gerätes über

mehrere Tage
• Schnelle Datenübertragung über Standard-USB-Schnittstelle
• Energieversorgung über Standard-Alkalibatterien, Typ Mignon AA

Flexibel, robust und hygienisch 

SoftCap - Sensor für alle Fingergrößen, leichte Reinigung und Desinfektion 
Die SoftCap Sensoren der Rubberboot-Serie sind die 3. Generation von Soft-Sensoren. Modernste 
Fertigungstechnologien, Materialien und Designelemente finden bei diesen Sensoren ihre Verwendung. 

• Die weiche Sensorkappe umschließt den Finger sanft und sorgt für eine verbesserte Blutzirkulation im
Vergleich zu herkömmlichen Fingersensoren

• Vermeidung von allergischen Hautreaktionen durch biokompatible, silikonverkapselte Sensorelemente
• Geringe punktuelle Druckbelastung, dadurch wesentlich verlängerte Repositionierungsintervalle
• Elastischer und flexibler Sensorkopf, der auch stärkstem mechanischem Stress widersteht
• Konstruktionsbedingt werden Bewegungsartefakte und Störungen durch Umgebungslicht minimiert

Lieferumfang: Grundgerät VM2160 mit Vollsilikon-Sensor (SoftCap) für Erwachsene, PC-Software, USB-Datenkabel, Silikon-
Geräteschutzhülle und 3 Mignon Batterien.

P
ul

so
xi

m
et

er
 

15.238._Datenblatt_Pulsoximeter_VM2160_DE © Nufer Medical AG / 17.10.2014



w
w

w
.n

uf
er

-m
ed

ic
al

.c
h 

15.238._Datenblatt_Pulsoximeter_VM2160_DE © Nufer Medical AG / 17.10.2014

P
ul

so
xi

m
et

er
 Display Formate

Default Display

Short Term
Trending Display

Large Digit Display

Long Term 
Trending Display

0014650 0014755 0014756

0014595 0014596

0014750 0014751

0014590 0014591

0014825

0014895

0014896

0014985**

0014993

0014989

0014986**

0014994

0014990

0014987**

0014995

0014988**

0014996

Adult

Adult

Adult

Paediatric

Paediatric

Paediatric

Infant

Infant

Neonatal

Neonatal

Autoclavable versions Autoclavable versions

Reusable Adult 
Finger Sensor 
1.2m cable length

Reusable Adult Silicone 
Soft Sensor 
0.3m cable length

Reusable Paediatric 
Silicone Soft Sensor 
0.3m cable length

Reusable Adult 
Autoclavable Silicone 
Soft Sensor 
0.3m cable length

Reusable Paediatric 
Autoclavable Silicone 
Soft Sensor 
0.3m cable length

Reusable Adult Silicone 
Soft Sensor 
1.2m cable length

Reusable Paediatric 
Silicone Soft Sensor 
1.2m cable length

Reusable Adult 
Autoclavable Silicone 
Soft Sensor 
1.2m cable length

Reusable Paediatric 
Autoclavable Silicone 
Soft Sensor 
1.2m cable length

Reusable Ear Sensor 
1.2m cable length

Pulse Oximetry  
Extension Cable 
1.2m cable length

Pulse Oximetry  
Extension Cable 
2.4m cable length

0014592

0014835

Autoclavable version

Reusable Autoclavable 
Silicone Wrap Sensor 
1.2m cable length

Reusable Silicone Wrap 
Sensor 
1.2m cable length

Disposable  
Micro Foam Tape 
Box of 24 sensors

Disposable 
Plaster Tape 
Box of 24 sensors

Disposable 
Transpore Tape 
Box of 24 sensors

A A

A AA

Kabel und Sensoren
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0022160

Silicone  
Protective Cover

00148900121200

Sensor Wraps
Pack of 12

Universal Mounting 
Clamp

0121180

‘V’ Wall Mount 

0121181

‘V’ Mount Pole Clamp 
Small: 14 - 25mm clamping width

0022171

Universal 
Mounting Plate

0022178

Carrying 
Case

 Fluid repellent
 Non rot
 U.V. stable
 Washable at 60°C
 Self healing and waterproof zips
 micrAgard silver-lining inners
 Abrasion and tear resistance
 High visibility and reflective properties

N.B.: The universal mounting 
plate is required when using any 
of the mounting options shown.

0121184

‘V’ Mount Rail Clamp

0021018

Posey Wrap Paediatric 
Pack of 12 - 6554P

0021013

Posey Wrap 
Pack of 12 - 6554

0121182

‘V’ Mount Pole Clamp 
Large: 16 - 40mm clamping width

Pulsoximeter PC Software

Mit der Pulsoximeter PC 
Software können alle 
Eingestellte Alarmgrenzen, 
Kurven und Alarme via USB auf 
den PC übertragen werden  

Halterungen und 
Zubehör



Nufer Medical – let’s find the best solutions 

Nufer Medical AG 
Morgenstrasse 148 
Postfach 673 
CH-3018 Bern 
Schweiz 

Telefon 
Fax 
E-Mail 
Internet 
MWST-Nr. 

+41 (0)31 958 66 66 
+41 (0)31 951 46 73 
info@nufer-medical.ch 
www.nufer-medical.ch 
CHE-106.962.174 MWST 

Zertifiziert nach ISO 9001 und ISO 13485 w
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N.B. The universal mounting plate is required when using any of the above mounting options 
Speci ications subject to change.* in accordance with ISO 9919:2005 Standards.

Sensors and Cables
Reusable Adult Finger Sensor - 1.2m cable length
Reusable Silicone Wrap Sensor - 1.2 cable length
Reusable Autoclavable Silicone Wrap Sensor - 1.2m cable length 
Reusable Adult Silicone Soft Sensor - 0.3m cable length
Reusable Adult Silicone Soft Sensor - 1.2m cable length
Reusable Adult Autoclavable Silicone Soft Sensor - 0.3m cable length 
Reusable Adult Autoclavable Silicone Soft Sensor - 1.2m cable length 
Reusable Paediatric Silicone Soft Sensor - 0.3m cable length
Reusable Paediatric Silicone Soft Sensor - 1.2m cable length
Reusable Paediatric Autoclavable Silicone Soft Sensor - 0.3m cable length 
Reusable Paediatric Autoclavable Silicone Soft Sensor - 1.2m cable length 
Reusable Ear Sensor - 1.2m cable length
Pulse Oximetry Extension Cable, 1.2m cable length (XT6500)
Pulse Oximetry Extension Cable, 2.4m cable length (XT6501) Disposable 
Micro Foam Tape - Box of 24 - Adult
Disposable Micro Foam Tape - Box of 24 - Paediatric
Disposable Micro Foam Tape - Box of 24 - Infant
Disposable Micro Foam Tape - Box of 24 - Neonatal
Disposable Transpore Tape - Box of 24 - Adult
Disposable Transpore Tape - Box of 24 - Paediatric
Disposable Plaster Tape - Box of 24 - Adult
Disposable Plaster Tape - Box of 24 - Paediatric
Disposable Plaster Tape - Box of 24 - Infant
Disposable Plaster Tape - Box of 24 - Neonatal

0014650
0014835
0014592
0014755
0014750
0014595
0014590
0014756
0014751
0014596
0014591
0014825
0014895
0014896
0014985
0014986
0014987
0014988
0014989
0014990
0014993
0014994
0014995
0014996

VM-2160*
EAN-13 (GTIN-13) Barcode: 5051826000007 
NATO Stock Number: 6515-99-915-8170

0012160

* Language package: Central European, includes: English, Afrikaans, Dutch, French, German, Hungarian, Italian, Polish, Portuguese and Spanish.

Measuring Range 
SpO2
Pulse Rate

0 - 100%
20 - 300 bpm

Accuracy
SpO2 (70 - 100%) 
Pulse Rate

±2% 
± 1 digit (≤100 bpm) ± 1% (>100 bpm)

Optical Speci ications 
Red emitter
Infra-red emitter

660nm, typ 3.5mW 
905nm, typ 3.5mW

Display
Features
Date displayed
Indicators

Colour OLED, 262,000 colours, 128 x 160 pixels
Oxygen saturation, pulse rate, plethysmogram, bar graph, short and long term trends

Signal quality, pulse amplitude, battery status, alarm silenced, sensor detection, sensor 
disconnectionTrend Information 

Short term trend 
Long term trend

15 / 30 / 240 minutes 
> 480 hours

Environmental Conditions 
Operating temperature 
Storage temperature

-20 - 50°C , 15 - 95% RH, 600 - 1300 hPa 
-30 - 70°C, 10 - 95% RH, 600 - 1500 hPa

Regulatory Approvals 
Standards

Safety

CE Class llb in accordance with MDD 93/42/EEC 
BS EN 60601-1:2006, BS EN 60601-1-1:2001 

BS EN 60601-1-2:2007, BS EN ISO 9919:2005 
Class II, Type BF

Assembly
Construction
Dimensions
Weight
Power Supply
Battery Life
PC interface

IPX2 with silicone cover
118 mm (L) x 60 mm (W) x 25 mm (H)

Approximately 160g (including batteries, without sensor)
3 x AA alkaline batteries.

> 2 days continuous operation or approximately 5 days in economy power mode 
USB 2.0




