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VIAMED O2 Sensoren

Artikel N°

250- 0110001
250- 0110002
250- 0110013
250- 0110015
250- 0110016

250- 0110017

250- 0110021

250- 0110071

250- 0110022

250- 0110023
250- 0110024

250- 0110026
250- 0110034
250- 0110036

250- 0110040
250- 0110041
250- 0110042
250- 0110043

250- 0110044
250- 0110045
250- 0110047
250- 0110051
250- 0110052
250- 0110054
250- 0110057

250- 0110080
250- 0110081
250- 0110403
250- 0110416
250- 0110420

250- 0110428

250- 0110425

250- 0110427
250- 0110429
250- 0110430
250- 0110431
250- 0110432
250- 0110433
250- 0110436

250- 0110437

250- 0110524
250- 0110525
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Schweiz MWST-Nr. CHE-106.962.174 MWST

Zertifiziert nach ISO 9001 und ISO 13485

Model
B-39022-C1R
B-39023-C2R
B-39636-R13
C-41131-R15

C-43690-R17MEDV

C-43690-R17MED
C-44611-R22MEDV

C-44611-R22MEDV

C-44611-R22MED

R-23V
C-61340-R24MED

C-64335-R26MED
C-75423-R34MED
C-76518-R36MED

R-30V
R-41V
R-42V
R-43V

R-44V
R-45V
R-47V

A-37016-T1

A-38070-T2

A-37017-T4

A-51327-T7

C-68868
C-73894
MAX-3
MAX-16
MAX-14 (Fluke)

MAX-250
MAX-250

MAX-250+
MAX-250E
MAX-250ESF
MAX-250A
MAX-250(B)
MAX-250K
MAX-250(B)-SLE

MAX-250(B)-SLE

KE25
KE25

Beschreibung

Oxygen sensor, C1(R)
Oxygen sensor, C2(R)
Oxygen sensor, R-13
Oxygen sensor, R-15
Oxygen sensor, R-17MEDV
(9 mV -13 mV)

Oxygen sensor, R-17MED
(7 mV -13 mV)

Oxygen sensor, R-22MEDV
(9 mV -13 mV)

Oxygen sensor, R-22MEDV
(9 mV -13 mV)

Pack of two sensors (matched pair).
Oxygen sensor, R-22MED
(7 mV -13 mV)

Oxygen sensor, R-23V
Oxygen sensor, R-24MED
Fast response sensor,
for longer life version use R-36MED.
Oxygen sensor, R-26MED
Oxygen sensor, R-34MED
Oxygen sensor, R-36 MED

Longer lifer version of the R-24MED Response time
reduced slightly. Applicable for use in ventilators.

Oxygen sensor, R-30V

Oxygen sensor, R-41V

Oxygen sensor, R-42V

Oxygen sensor, R-43V

Pack of two sensors. For use with
GE Datex Ohmeda Giraffe
Oxygen sensor, R-44V

Oxygen sensor, R-45V

Oxygen sensor, R-47V

Oxygen sensor, T-1

Oxygen sensor, T-2

Oxygen sensor, T-4

Oxygen sensor, T-7

For use with Teledyne

TED60T, TED191, TED200T7.
Oxygen sensor, UFO 130-1
Oxygen sensor, UFO 130-2
Oxygen sensor, MAX-3

Oxygen sensor, MAX-16

Oxygen sensor, MAX-14

(Fluke version)

Oxygen sensor, MAX-250
Standard without ‘O’ ring

Oxygen sensor, MAX-250

With ‘O’ ring.

Oxygen sensor, MAX-250+
Oxygen sensor, MAX-250E
Oxygen sensor, MAX-250ESF
Oxygen sensor, MAX-250A
Oxygen sensor, MAX-250(B)
Oxygen sensor, MAX-250K
Oxygen sensor, MAX-250(B)-SLE
(2 pole connector)

Oxygen sensor, MAX-250(B)-SLE
(3 pole connector)

Oxygen sensor, KE-25 (unterminated)
Oxygen sensor, KE-25





