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OWNJC) AIR SYSTEMS

Engineered Blowers & Air Knife Solutions

Product Specification Sheet

SONIC 85

CENTRIFUGAL BLOWER

NEMA /BALDOR MOTORS
60 HZ, TEFC, 3600 RPM
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BLOWER ROTATIONS

*Rotation 07-12-Filter Extension Kit P/N" 15463 hquired due to junction box.

Dimensions in Inches, [ ] are in millimeters

Model / Descriptici A Sonic 85 / Air Cooled Sonic 85C / Water Cooled

Assembly Part Il umber Call Sonic Call Sonic

Output Flow Ra.)

100 cfm to 1,000 cfm (170 m?/hr to 1,700 m3/hr)

100 cfm to 1,000 cfm (170 m¥hr to 1,700 m?/hr)

Ambient/iemperaiai

32°F to 105°F (0°C to 40°C)

32°F to 105°F (0°C to 40°C)

Inlet Air Taif.perc ture Range

32°F to 125°F (0°C to 52°C)

125°F to 400°F (52°C to 205°C)

Motors/ Frames 10 Hp/ 215 15 Hp/ 215 10 Hp/ 215 15 Hp/ 215
. 12.53in 12.53in 12.53in 12.53in
Width (W) (318mm) (318mm) (318mm) (318mm)
Depth (D) 19.76 in 20.88in 19.76 in 20.88 in
(502mm) (530mm) (502mm) (530mm)
Height (H) 26.38 in 26.38 in 26.38 in 26.38 in
(670mm) (670mm) (670mm) (670mm)
Mounting Pattern (A) 8.50in 8.50 in 8.50in 8.50in
(216mm) (216mm) (216mm) (216mm)
Approximate Weight 168.5 Ibs 190.5 Ibs 168.5 Ibs 190.5 Ibs
(76 Kg) (86 Kg) (76 Kg) (86 Kg)
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