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To RS-485 Devices - 1 RS-485    

cable for every RS-485 converter.
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To LAN

120-240 VAC 

Power Input

Notes:
Follow local electrical codes when 

installing the QTao G2.

Remote data collection requires a 

hardwired (ethernet) internet 
connection. 

Note: The QTao G2 2xRS-485 has 
two RS-485 links and two RS-485 

cables leaving the box.

See page 2 for device qty limits

See QFamily RS-485 Wiring 

Guidelines at www.quadlogic.com 

for RS-485 wiring specs and 

recommendations
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RS-485 Detail

Pwr, LAN, and Comm connections.
See pg 2 for details on Link requirements.
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QTao G2 Rev 3 - 2xRS485 and 1xRS485 Link Details

+-

Notes:
Blue USB ports do not function - do not plug 

any devices into them unless specifically 
instructed by Technical Support.

Compatible with Qbrick 1, 4, 6 and miniQLoset 
meters

QTao Device count limits:
kWh only: 480 metering points from 

any combination of up to 82 devices

      All Energy Parameters: 360 metering 

points from any combination of up to 

62 devices

RS-485 repeaters are required between every 
16 Modbus devices.

QTao G2 Rev3 cannot read Qlic Meters.
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RS-485 Detail

QRadio Special Note:

If using the optional QRadio - uplug RS-485 Link 2 USB cable from the
QTao computer and plug the radio into USB port Link 2.  

Using a QRadio will disconnect all hardwired meters associated with 

Link 2.
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QRadio Special Note:

Use USB port Link 2 for the 

QRadio if applicable.


