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MODEL NO. ED 20-26 ED 24-30 ED 30-38
OVERALL LENGTH 26' 2" 30' 2" 34'3" 38' 2"
BODY LENGTH 24 FT. 28 FT. 32 FT. 36 FT.
CAPACITY* 20 CU. YD. 24 CU. YD. 26 CU. YD. 30 CU. YD.
BRIDGE 22 17.5" 26'7.5" 30'7.5" 34'7.5"
CYLINDER LENGTH 170" 200" 235" 265"
DUMP ANGLE 48 46° 46 45°
UNDERCARRIAGE DUMP BODY OPTIONAL EQUIPMENT
Hutchens H-903, 50,000 Ib. Parking legs: Adjustable Mounted on draft 54" High Sides* in Lieu of
Single Point Suspension arms Standard 45"
« 25,000 Ib. 5" Tubular Axle + Truss Design Draft Arms, 3" x 4" -- 76" Wide 2 Speed Landing Gear
w/ Stemco Seals at Hinge 66" Side Height

*+  16.5" x 7" Air Brakes

+ ABS Brake System - 452M

*  Outboard Hubs w/ Lightweight
Drums

+  8.25 x 24.5 Steel Disc Wheels

+  11R24.5 Tires

ELECTRICAL & PAINT
Circuit Breaker Protected
Sealed Beam Lights

«  Wiring in Loom and Enclosed
in Trailer Frame

+  Sealed Document holder

+  RANCO Artic White Paint

+ Bolt-on Front & Rear Fenders

«  Front Mounted Ladder

* High Lift Tailgate -- 76" Clearance Between
Raised Gate & body
_Or..
Combination Gravity Lift and Barn Type Door

5/16" Tub Sheeting

8" Side Board Brackets &
Boards

*  Aluminum Wheels

« Tarps - Side or Flip

+  Colors Available [[::'j
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