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Points of Entry:

Studio Control Room

Sound:

Microphones/DI's:

Wireless:

Outboard:

DJ Equipment:

Instruments:

Haze machine

Fog machine

Lifting equipment:



For self service/ selvkjgr specifications please click here


https://www.dropbox.com/sh/2zxksy6v75ttny1/AADduYx5zxGjPW43uV4QEmPpa?dl=0
https://www.dropbox.com/sh/2zxksy6v75ttny1/AADduYx5zxGjPW43uV4QEmPpa?dl=0

Site address:

Post address:

Office contact

Venue Rep:

General enquiries
Booking enguiries
Production Enquiries

Technical Enqguiries

Contact information:

Sentralen @vre Slottsgate 3, o157 Oslo
PO Box 183 Sentrum, oigy Oslo

Tel. +47 22472500 07:30-16:00
Tel: +47 41417930 07:30-22:00
post@sentralen.no
booking@sentralen.no
produksjon(@sentralen.no

anders(@sentralen.no

Food and Beverage

Should you wish to order any food or beverage for any room please
contact Sentralen Mat directly. Alternatively, there is a cafe and

restaurant onsite.

Sentralen Mat:

Cafe:

Restaurant:

mat(@sentralen.no

Monday-Friday: 08:00-19:00
Saturday-Sunday: 11:00-17:00

Monday-Tuesday: 11:00-14:00

Wednesday-Friday: 11:00-23:00

Saturday: 12:00-23:00

Sunday: Closed
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Load in / Load out

From Akersgate 7*:

From @vre Slottgate 3**:

For further information click here

Entry to Marmorsalen side stage
Access to all tooms

Entry to Basement storage
Access to all rooms

T0C


https://www.dropbox.com/sh/ugyyrs8ea6hibmv/AAB-61sDH90N-Ll2V5iEwavIa?dl=0

Entry Points:

Door 1 (Marmorsalen Side stage) Width =1.79om Height=2.26m
Door 2z (Marmorsalen Side stage) Width =1.79m Height=2.26m
Door 3 (Akersgate rear entrance) Width =1.7¢m Height=2.8om
Door 4 (Akersgate rear entrance) Width =1.8om Height: z.6om

Door § (Pvre Slottsgate Main entrance 1) Width =z.oom
Door 6 (@vre Slottsgate Main entrance z) Width =1.70mM

Door 7 (Basement Entry)

Width =1.4&8m

Height=2.60m
Height=2.qzm
Height=2.0om

Elevators:

Reception elevator**: Door: Width =1.zom  Height=z.00m
Internal: W=1.52m H=z.1om L=z.10m
Backstage elevator 1*: Door: Width =o.9om Height=z.00m
Internal: W=o0.9om H=z.oom L=1.45m

Backstage elevator z2*: Door: Width =o.7om Height=z.00m
Internal: W=0.80 H=z.11m L=1.09m
** fvre Slottgate 3
* Akersgate 7
Parking:
Cars: Limited parking onsite. Must be booked in advance.
Access via Akersgate or Pvre Slottgate
Vans: Limited parking onsite. Must be booked in advance.

Access via Akersgate or fvre Slottgate
Bus/Truck: No parking on site.
loading/unloading possible from @vre Slottgate.
Extended parking available upon application approval.
Must be booked in advance

CGuest Power:  1x  63amp 3@ 230V 2X
2X  322MpP 3@ 230V 1X
ux  Shukos 1g z30v

For further information click here

632amMp 3@ 4OOoV
322TMR 30 4OOoV
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https://www.dropbox.com/sh/ugyyrs8ea6hibmv/AAB-61sDH90N-Ll2V5iEwavIa?dl=0

MarmoiIsalen

Capacity: 8oo standing / 300 seated

Area: 550 m?

n TOC



Main speaker system:

Font Fills:

Delay speaker system:

Amplification:
DSP:

FOH:

Monitors:

Amplification wees

Sound:

8X
Ux
6%
2X

Ux

Ux
1X

1X

8X
6X

6X

d&b audiotechnic Y8
d&b audiotechnic Y1z
d&b audiotechnic Y-Sub
d&b audiotechnic Y10

d&b audiotechnic 16c

d&b audiotechnic D&o
BSS Soundweb

Midas ProX

d&b audiotechnic Max 12z
d&b audiotechnic Max 15

d&b audiotechnic Dzo

Separate monitor mix available on request, Marmorsalen has a y&ch

passive split. Split outputs are yx 12ch LK3y.
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FOH

Fixtures

Dimmers:

Haze

Lights:

1X

18X
10X

5X
30X
Ux

72X

X

For current light plot please click here

Projector 1

Screen 1

Projector z

Screen 2

Input:

Guest Power:

AV:

1X

1X

X

1X

2X

Power:

3X
3X
OX

GrandMA3 Light

Bright XLED

Bright XLED HD

Martin Mac Quantum Profile
Martin Mac Aura XB

Hes SolaFrame Studio

Okero dimmer

Hazebase Baze haze pro

Panasonic PT-RZz1K

6.30mM X ¢.01m
16:10

Barco RLS-Waz

3.62M X 2.26M
16:10

Theatrixx Xvision HDMI

632amMp 3@ 4OOoV
322MMR 30 4OOV
162amp 230V schuko

TOC


https://www.dropbox.com/sh/qgqy66ed5las12x/AABMCLhaJ8-81asR0JPGFZMua?dl=0

Staging

Standard stage in Marmorsalen is

Width= 3m

Depth= um

Height= 0.6m

Clearance to ceiling= 7.50TN (-0.6m from standard stage)
Clearance to Bottom of truss=  6.0om (-0.6m from standard stage)

Points of Entry:

Door 1 (Side stage) Width =1.79m Height=2.z6m
Door 2 (Side stage) Width =1.79m Height=2.26m
Door 3 (Upstage Entrance) Width =1.qzm Height=2.85m*
Door 4 (Puclic Entrance) Width =0.9om Height=z.qom**
Door 5 (Puclic Entrance) Width =1.51m Height=3.zom**
Door 6 (Puclic Entrance) Width =0.9om Height=z.qom**
*Must go via Akersgate Width =1.7am Height=2z.8om
**Must go via @vre Slottsgate ~ Width =1.70m Height: z.qzm
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Rigging:
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Truss 6X 14 M (totaD Milo Mzoo/uybl
Truss1  SWL= 6ookg* Trussg  SWL= bookg*
Trussz  SWL= 300kg* Trussg  SWL= 6ookg*
Truss3  SWL= 6ookg* Truss6  SWL= 6ookg*

*See weight distribution chart below

v \J

j}\ % vvvvvvvvvcvvvvvvv ]{}3
A= Max load directly under hook
B= Max single point load between hooks
C=  Max distributed load between hooks
D= Max load at free end of truss
Truss SWL A B C D
T1,3,u,56, |600kg 150kg 300Kkg 300Kkg okg
Tz 300kQg 75kg 150kg 150kg okg

Note: Please account for 158kg distributed of self-weight per truss

Note: The house PA weights 145kg per stack

8
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Forstandelskapsalen:

Capacity: 150 standing / 1go seated

Area: 158 m*
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So
Main speaker system: 2X
*PA split in L/R* Z X
*2x d&b audiotechnic Y7p available
Amplification: 1X
DSP: 1X
FOH: 1X
Monitors: UX
Amplification wemes 1X

und:

d&b audiotechnic zqc*
d&b audiotechnic B4-Sub
on request

d&b audiotechnic D&o
BSS Soundweb

Midas Pro1

d&b audiotechnic Max 12*
d&b audiotechnic Dzo

*Additional monitor mixes available on request

Lights:
FOH 1X GrandMAz Dotz
Available Fixtures bx FilmGear LPz50
16-28° Profile
UXx FilmGear LSz50
Fresnel
12X Bright XLED
Dimmers: 18X Okero dimmer

Haze/Smoke machine:

Available on request

For current light plot please click h

ere
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https://www.dropbox.com/sh/tkmngebvbs0b8wr/AACzE0tWdmPNjJUVPIPHluEwa?dl=0

AV:

Projectors 1X Panasonic PT-EZ770E]
Screen 1 1X 4.0z X 2.51M
16:10
Input: 1X Theatrixx Xvision HDMI
Power:
Guest Power 2X 322TMR 3@ OOV
5X 16amp 230V schuko
Staging:
Permanent stage
Width= 9.om
Depth= 2.8m
Height= o.4m
Clearance to ceiling= 4.5m

Clearance to Bottom of truss= ym

The Steinway & Sons model C grand piano is situated on stage as
standard. Should you need a clear stage a fee is applicable to remove the
piano. Please let us know in advance if this is necessary.

Points of Entry:

Door 1 (Public entrance) Width =1.q7m Height=2.75m
Door z (Public entrance) Width =1.4ym Height=2.78m*
Door 3 (Tech room entrance)  Width =0.68m Height=1.90m
*Must go via director room door Width =1.09m Height=1.97m
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Hvelvet
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Capacity: 150 standing / 6o seated

AIea:135Tnz
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Main speaker system:

*PA split in L/R*

Amplification:
DSP:

FOH:

Monitors:
Amp.l..i.fic ation (Monitors)

Sound:

Ux
2X

1X
1X

1X

Ux
1X

d&b audiotechnic Y7p
d&b audiotechnic B4-Sub

d&b audiotechnic D&o
BSS Soundweb

Midas Pro1

d&b audiotechnic Max 12*
d&b audiotechnic Dzo

*Additional monitor mixes available on request

FOH

Available Fixtures

Dimmers:

Haze/Smoke machine:

Lights:

X

Ux

Ux

8X
UX

18X

GrandMAz Ultra-Light

ETC Sy Profile JR
25-50°, 750W

Rama Fresnel
6-60°, 650w

Bright XLED

Martin Mac Aura XB

Okero dimmer

Available on request

For current light plot please click here

13
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https://www.dropbox.com/sh/mwmlaqef42xwm6k/AAA7klQqp-UoDjhehmPfY6E1a?dl=0

AV:

Projectors 1X Panasonic PT-EZ770E]
Screen 1 1X 3.05M X 1.90™M
16:10
Input: 1X Theatrixx Xvision HDMI
Power:
Guest Power 2X 322TMR 3@ OOV
bx 16amp 230V schuko
Staging:

No standard stage in this hall, Any stage requirements must be ordered
in advance

Clearance to ceiling= y.60m
Clearance to Bottom of PA= 3.70mM
Clearance to under Balcony= 2.20m

Points of Entry:

Door 1 (Public entrance) Width =0.86m Height=z.10m*
Door z (Public entrance) Width =0.86m Height=z.10m*
Door 3 (Tech room entrance)  Width =1.15m Height=z.0om**
*Must go via bank entrance Width =1.zom Helight=1.86m
*Must go via backstage Width =1.06m Height=1.9om
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Gymsalen
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Capacity: 150 standing / 7o seated

Area: 11q m*

15
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Main speaker system:

*PA split in L/R*

Delay speaker system:

Amplification:
DSP:
FOH:
Stream Studio:

Monitors:
Amp.l..i.fic ation (Monitors)

Sound:

2X
2X

2X
1X
1X
1X

1X

1X

Ux
1X

d&b audiotechnic Y7p

d&b audiotechnic Bé-Sub

d&b audiotechnic &s
d&b audiotechnic D&o
d&b audiotechnic 10D
BSS Soundweb

Midas M3z

Midas Pro1

d&b audiotechnic Max 12*

d&b audiotechnic Dzo

*Additional monitor mixes available on request

FOH

Available Fixtures

Dimmers:

Haze/Smoke machine:

For current light plot please click here

Lights:

1X

19X

12X

30X

GrandMAz Dotz
Rama Fresnel
7-50°, 1000W

Bright XLED

Okero dimmer

Available on request

16
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https://www.dropbox.com/sh/baqg95s2cjh4o3h/AAAW6iZik2OKp6712Wkitumba?dl=0

Projectors

Screen 1

Input:

Guest Power

AV:

1X Panasonic PT-EZ770E]
1X 3.05M X 1.90™M
16:10
1X HDMI
Power:
1X 632amMp 3@ 4OooV
1X 323MP 3@ YOOV
7% 16amp 230V schuko
Staging:

No standard stage in this hall, any stage requirements must be ordered in

advance

Clearance to ceiling=

4.3m

Clearance to Bottom of truss=  3.8m

Door 1 (Public entrance)
Door z (Public entrance)
Door 3 (Backstage entrance)

Points of Entry:

Width =0.88m Height=z.10m
Width =0.88m Height=z.10m
Width =0.87m Height=1.8om

17 TOC



Kronesalen:

Capacity: 1zo standing / 9z seated

Area: 100 m?
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Main speaker system:

*PA split in L/R*

Amplification:
DSP:

FOH:
Monitors:

Available Fixtures

Haze/Smoke machine:

Sound:

2X
2X

1X
1X

1X

d&b audiotechnic Yi1oP
d&b audiotechnic Bé-Sub

d&b audiotechnic D30
BSS Soundweb

Allen & Heath ci5oo0

Available on request

Lights:

Ux
12X

Osram Kreios Profilo LED Sow
Bright XLED HD

Available on request

For current light plot please click here

Projectors

Screen 1

Input:

Guest Power

AV:

1X

1X

1X

Power:

3X
5X

19

Panasonic PT-MZ1o0KLWEJ

(.3m x z.63m
16:10

Theatrixx Xvision HDMI

322MMR 38 OOV
16amp 230V schuko

TOC


https://www.dropbox.com/sh/6ufvi9nbx128e3t/AAABmrSHjZzBeV9AayUPoZ7Ta?dl=0

Staging:

No standard stage in this hall, any stage requirements must be ordered in
advance

Clearance to ceiling= Lowest 3.u5m  Highest 5.1m
Clearance to Bottom of truss=  lowest z.65m Highest 3.8m

Points of Entry:

Door 1 (Public entrance) Width =1.3um Height= 1.95m
Door 2z (Public entrance) Width = 1.35m Height= 1.90m
Door 3 (Inner door) Width = 1.qom Height= 1.95m
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Vinterhagen

\\\\\\\\\\ AETT”
0
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8o standing / 6o seated

*
*

Capacity

Area: 150 m?

T0C
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Main speaker system:

*PA split in L/R*

Amplification:
DSP:

FOH:

Monitors:
Amp.l..i.fic ation (Monitors)

Sound:

Ux
2X

1X
1X

1X

Ux
1X

d&b audiotechnic Y7p
d&b audiotechnic B4-Sub

d&b audiotechnic 30D
BSS Soundweb

Midas m3z

d&b audiotechnic Max 12*
d&b audiotechnic Dzo

*Additional monitor mixes available on request

FOH

Available Fixtures

Haze/Smoke machine:

For current light plot please click here

Lights:

X

Ux

16X

GrandMAz Dotz

ETC Sy Profile Zoom
25-50°, 750W

Bright XLED

Available on request

22
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https://www.dropbox.com/sh/ma16pkcmufhyxvq/AAAgy20giTmj-_6ag3YXl48Wa?dl=0

AV:

Projectors 1X Panasonic PT-EZ770E]
Screen 1 1X 3.05M X 1.90™M
16:10
Input: 1X HDMI
Power:
Guest Power 2X 322TMR 3@ OOV
3X 16amp 230V schuko
Staging:

No standard stage in this hall, Any stage requirements must be ordered
in advance

Clearance to ceiling= 17m

Points of Entry:

Door 1 (Public entrance) Width =1.85m Height=2.8om*
Door 2z (Cafe entrance) Width =0.89m Height=2.30m
Door 3 (Tech room entrance) Width =1.58m Height=2.zym**
*Must go via @vre Slottsgate Width =z.oom Height=2.6o0m
**Must go via Akersgate Width =1.8om Height: z.6om
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Studio A

I‘

Area: 60 m?
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Sound:

No standard PA in this Studio, Any PA requirements must be ordered in
advance

Lights:
Available Fixtures 12X Martin Mac Aura XB

6X VELVET Light 2z STUDIO

8x X-Tilt LED linear batten
Haze/Smoke machine: Available on request

AV:
Projectors 1X Panasonic PT-MZ10KLBE]J
Screen 1 1X 4.4zm X z.4om
16:10

Input: 1X HDMI

Power:
Guest Power 1X 632mMp 3@ LOOoV

2X 322TMR 30 4OOoV

38X 162amp 230V schuko

25 TOC



Staging:

No standard stage in this Studio, Any stage requirements must be

ordered in advance

Main studio area
Clearance to ceiling= 6.60m
Clearance to Bottom of truss= 5.oom

Rear studio area
Clearance to ceiling= 2.98m

Points of Entry:

Door 1 (Studio entrance) Width =.85m
Enter via the below options

Door z (Café/ Public entrance) Width =o.9om
Door 3 (Load in entrance) Width =1.18m

26

Height=z.08m*

Height=1.98m
Height=z.10m
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Studio B

Area: zo m?

z/

4

,/’.
/7
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Sound:

No standard PA in this Studio, Any PA requirements must be ordered in
advance

Lights:

Available Fixtures 38X Bright X-Baby LED Fresnel
2X VELVET Light z STUDIO

Power:

Guest Power Ux 16amp z3ov schuko

Clearance:

Clearance to ceiling= 3.00TM
Clearance to Bottom of truss= z.8om

Points of Entry:

Door 1 (Studio entrance) Width =.85m Height=z.08m*
Enter via the below options

Door z (Café/ Public entrance) Width =o.9om Height=1.98m
Door 3 (Load in entrance) Width =1.18m Height=z.10m
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Control:

Monitors:

Control:

Video Mixer:

Cameras:

Control:

Guest Power

Studio Control Room

Sound:
1X A&H S3000
1X A&H DX3z configured:

8x Analog XLR3 in
8&x Analog XLR3 out
ux AES XLR3 in

yx AES XLR3 out

1X A&H DMo configured:

1x Dante card

2X Dynaudio Pro LYD u&

Lights:

1X GrandMA3 command wing

Video:

1X Blackmagic ATEMz M/E
Advance Panel

1X Blackmagic ATEMz M/E

Production Studio

See Here
1x  Media server with ¢ in/out capture

card running software such as
Livestream studio

Power:

3X 16amp 230V schuko
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P1

Capacity: 100 standing / 8o seated
Area: 1z4 m?

Sound:
Main speaker system: 2X d&b audiotechnic Y7P
Amplification wees 1X d&b audiotechnic 10D
Wireless Ux Channels of Sennheiser EWGy

2X Head mics

2X Handheld mics

AV:

Projectors 1X Panasonic PT-EZ770E]
Screen 1 1X 3.05MM X 1.90™M 16:10
Input: 1X HDMI

30 T0C



TV

Input:

Area: 26 m?

AV:
1X Samsung 60"
LED TVUE60H6z04
1X HDMI

31
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Capacity: 5o standing / zo seated
Area: 30 m*

Main speaker system:

Amplification wemes

Projectors
Screen 1
Input:

Sound:

2X
1X
X

AV:

X
1X
1X

32

d&b audiotechnic 16c
d&b audiotechnic Bi8 Sub
d&b audiotechnic 10D

Panasonic PT-VZ570E]
2.03M X 1..zym  16:10
HDMI
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Miscellaneous

Most of the items below are shared between all tooms so please let us

know in advance what you require.

Mictophones/DI's:

Mic Flightcase 1 10X Shure
*Shared betweer all rooms* 8x Shure
2X Shure
2X Shure
2X Audex
5X Audio Technica
10X DPA
Ux AKG
7X Radial
5X Radial
2X Radial
Mic Flightcase 2 8X Shure
*Shared betweer all rooms* X Shure
1X Shure
2X Shure
1X Audex
5X Audio Technica
6X DPA
Ux AKG
7X Radial
5X Radial
2X Radial
Storage: 10X DPA
10X DPA
*Vzrious attachments available; please get in touch in advance if you need anything specific

Selection of Mic stands available, Large tri-pod, Large & small round base

34

SM5&
SMg7
Bo1
KSMo
D6

ATM 350
2011
Cqgig XLSII
Prous
ProDI
ProDIz

SMz&
SMg7
Bo1
KSMo
D6

ATM 350
2011
Cqgig XLSII
Proug
ProDI
ProDIz

1099*
yobr*
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Ux
16X

16X
Ux
6%
12X
1X

Z2X

3X
Z2X

1X
2X
22X

1X
1X
1X
1X
1X
1X

Wireless:

Shure ULXDyO Recelver

Shure ULXD1 Senders

Shure 363 Headset Microphone

Shure KSMo Wireless Mictophone

Shure R53 Wireless Microphone

DPA 6066 Headset Microphone

DPA 2028 Microphone attachment

Outboard:

Bricasti M7 Reverb unit

Klark Teknik  DNogéso AESgo-Dante converters

RME Fireface 8oz Soundcard

DJ Equipment:

Pioneer DIM-900NXSz  Mixer

Pioneer CDJ-zoo00NXSz  (DJ

Technics SL-12z00MKz Turntables

Instruments:

Steinway&Sons Model D  located in Marmorsalen
Steinway&Sons Model C  located in Forstandelskap
Steinway&Sons Model C  located in F1
Steinway&Sons Model K  located in Vinterhagen
Steinway&Sons Essex located in Pz
Steinway&Sons Boston located in Direktgrrom

35
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Platform

Legs

22X
1X

2X

Ux
Ux

Haze machine

Martin Jem 365
Hazebase Baze Hazer Pro

Fog machine

Martin Jem zr125

Lifting equipment:

Manfrotto o87NWB  Wind up stand SWL=30kg
SWLl=z5kg

Manfrotto 111BSU Stand

Staging:

OX
12X

ox
36X
ox
36X
36X

36

zm x 1m  Nivetec
1m x o.5m Nivetec

1m
0.8o0m
0.6m
o.ym
0.zm
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Streaming services
Streaming or recording your event from any other room than our studio
available upon request. Please ask in advance for price and packages.

Cameras:
ZX Panasonic AG-CX10 4K
2X Panasonic AW-UE100 PTZ + AW-RP150 PTZ Controller

*with manfrotto stands & power*

Video Mixer:

1X Portable Blackmagic ATEM Television Sturdio Pro HD
Control:
1X Portable Media server with ¢ in/out capture card running

software such as Livestream studio, Adobe Premiere etc...
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General Information:

Wireless Internet:

Wireless internet available throughout the house.
Network: Sentralen Guest

Password: Sentralenzoig
Network speed: 1Gh/s

10b/s hard wired internet available throughout the house available on
request
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